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Cylindrical Bore

Spherical Roller Bearings

Tapered Bore

d 25~40mm

Boundary dimensions Basic load ratings Limiting speeds Bearing Adapter Mass
dynamic static dynamic static numbers sleeve
mm min kg
kN kgf

d D B I's min C; Cor C, Cor grease oil (approx.)
52 18 1.0 35.80 34.70 3,652 3,539 7500 10000 22205CC 0.175
25 52 18 1.0 35.80 34.70 3,652 3,539 7500 10000 22205CK H305 0.175
52 18 1.0 35.80 34.70 3,652 3,539 7000 9800 22205KMBW33 H305 0.176
52 18 1.0 35.80 34.70 3,652 3,539 7000 9800 22205MBW33 0.177
72 19 1.1 51.50 49.40 5,253 5,039 5800 7800 21306CC 0.420
72 19 1.1 51.50 49.40 5,253 5,039 5800 7800 21306CK H306 0.420
72 19 1.1 51.50 49.40 5,253 5,039 5200 7400 21306KMBW33 H306 0.420
30 72 19 1.1 51.50 49.40 5,253 5,039 5200 7400 21306MBW33 0.420
62 20 1.0 49.40 48.70 5,039 4,967 6300 8500 22206CC 0.280
62 20 1.0 49.40 48.70 5,039 4,967 6300 8500 22206CK H306 0.280
62 20 1.0 49.40 48.70 5,039 4,967 6000 8000 22206KMBW33 H306 0.280
62 20 1.0 49.40 48.70 5,039 4,967 6000 8000 22206MBW33 0.290
80 21 1.5 63.10 61.30 6,436 6,253 5000 6700 21307CC 0.560
80 21 1.5 63.10 61.30 6,436 6,253 5000 6700 21307CK H307 0.560
80 21 1.5 63.10 61.30 6,436 6,253 5000 6700 21307KMBW33 H307 0.560
80 21 1.5 63.10 61.30 6,436 6,253 4500 6000 21307MBW33 0.560
72 23 1.1 68.70 70.30 7,007 7,171 5300 7000 22207CC 0.430
35 72 23 1.1 68.70 70.30 7,007 7,171 5300 7000 22207CK H307 0.430
72 23 1.1 68.70 70.30 7,007 7,171 5000 6600 22207KMBW33 H307 0.450
72 23 1.1 68.70 70.30 7,007 7,171 5000 6600 22207MBW33 0.450
80 31 15 105.00 107.00 10,710 10,914 5100 6700 22307CC 0.733
80 31 15 105.00 107.00 10,710 10,914 5100 6700 22307CK H2307 0.733
80 31 15 105.00 107.00 10,710 10,914 5100 6700 22307KMBW33 H2307 0.733
80 31 15 105.00 107.00 10,710 10,914 5100 6000 22307MBW33 0.733
90 23 1.5 82.80 82.20 8,446 8,384 4500 6000 21308CC 0.710
90 23 1.5 82.80 82.20 8,446 8,384 4500 6000 21308CK H308 0.700
90 23 1.5 82.80 82.20 8,446 8,384 4200 5600 21308KMBW33 H308 0.750
90 23 1.5 82.80 82.20 8,446 8,384 4200 5800 21308MBW33 0.750
40 80 23 1.1 77.50 81.50 7,905 8,313 4800 6300 22208CC 0.520
80 23 1.1 77.50 81.50 7,905 8,313 4800 6300 22208CK H308 0.510
80 23 1.1 77.50 81.50 7,905 8,313 4800 6000 22208KMBW33 H308 0.550
80 23 1.1 77.50 81.50 7,905 8,313 4500 6000 22208MBW33 0.550
90 33 1.5 125.00 134.00 12,750 13,668 4300 5600 22308CC 1.100
90 33 1.5 125.00 134.00 12,750 13,668 4300 5600 22308CK H2308 1.000
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Cylindrical Bore Tapered Bore
d 40~55mm
Boundary dimensions Basic load ratings Limiting speeds Bearing Adapter Mass
dynamic static dynamic static numbers sleeve
mm min-’! kg
kN kgf
d D B I's min Cy Cor C, Cor grease oil (approx.)
40 90 33 1.5 125.00 134.00 12,750 13,668 3800 5000 22308KMBW33 H2308 1.200
90 33 1.5 125.00 134.00 12,750 13,668 3800 5000 22308MBW33 1.200
100 25 1.5 102.00 103.00 10,404 10,506 4000 5300 21309CC 0.950
100 25 1.5 102.00 103.00 10,404 10,506 4000 5300 21309CK H309 0.940
100 25 1.5 102.00 103.00 10,404 10,506 3800 5000 21309KMBW33 H309 1.020
100 25 1.5 102.00 103.00 10,404 10,506 3800 5000 21309MBW33 1.020
85 23 1.1 82.30 85.90 8,395 8,762 4500 6000 22209CC 0.560
45 85 23 11 82.30 85.90 8,395 8,762 4500 6000 22209CK H309 0.550
85 23 1.1 82.30 85.90 8,395 8,762 4300 5800 22209KMBW33 H309 0.550
85 23 1.1 82.30 85.90 8,395 8,762 4300 5800 22209MBW33 0.590
100 36 1.5 150.00 156.00 15,300 15,912 3800 5000 22309CC 1.350
100 36 1.5 150.00 156.00 15,300 15,912 3800 5000 22309CK H2309 1.300
100 36 1.5 150.00 156.00 15,300 15,912 3400 4500 22309KMBW33 H2309 1.360
100 36 1.5 150.00 156.00 15,300 15,912 3400 4500 22309MBW33 1.360
110 27 2.0 121.00 124.00 12,342 12,648 3600 4800 21310CC 1.250
110 27 2.0 121.00 124.00 12,342 12,648 3600 4800 21310CK H310 1.200
110 27 2.0 121.00 124.00 12,342 12,648 3200 4500 21310KMBW33 H310 1.300
110 27 2.0 121.00 124.00 12,342 12,648 3200 4500 21310MBW33 1.300
90 23 1.1 87.40 93.90 8,915 9,578 4000 5300 22210CC 0.610
50 90 23 1.1 87.40 93.90 8,915 9,578 4000 5300 22210CK H310 0.600
90 23 1.1 87.40 93.90 8,915 9,578 3700 5000 22210KMBW33 H310 0.870
90 23 1.1 87.40 93.90 8,915 9,578 3700 5000 22210MBW33 0.870
110 40 2.0 184.00 203.00 18,768 20,706 3400 4500 22310CC 1.850
110 40 2.0 184.00 203.00 18,768 20,706 3400 4500 22310CK H2310 1.800
110 40 2.0 184.00 203.00 18,768 20,706 3000 4000 22310KMBW33 H2310 1.840
110 40 2.0 184.00 203.00 18,768 20,706 3000 4000 22310MBW33 1.840
120 29 2.0 158.00 191.00 16,116 19,482 3200 4300 21311CC 1.650
120 29 2.0 158.00 191.00 16,116 19,482 3200 4300 21311CK H311 1.600
120 29 2.0 158.00 191.00 16,116 19,482 3000 4000 2131MKMBW33 H311 1.650
55 120 29 2.0 158.00 191.00 16,116 19,482 2800 3600 21311MBW33 2.430
100 25 1.5 109.00 118.00 11,118 12,036 3800 5000 22211CC 0.820
100 25 1.5 109.00 118.00 11,118 12,036 3800 500 22211CK H311 0.800
100 25 1.5 109.00 118.00 11,118 12,036 3500 4700 22211KMBW33 H311 0.860
100 25 1.5 109.00 118.00 11,118 12,036 3500 4700 22211MBW33 0.860
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Cylindrical Bore

Spherical Roller Bearings

Tapered Bore

d 55~70mm

Boundary dimensions Basic load ratings Limiting speeds Bearing Adapter Mass
dynamic static dynamic static numbers sleeve
mm min-’! kg
kN kgf

d D B I's min C; Cor C, Cor grease oil (approx.)
120 43 2.0 205.00 241.00 20,910 24,582 3000 4000 22311CC 2.350
55 120 43 2.0 205.00 241.00 20,910 24,582 3000 4000 22311CK H2311 2.300
120 43 2.0 205.00 241.00 20,910 24,582 2800 3600 22311KMBW33 H2311 2.430
120 43 2.0 205.00 241.00 20,910 24,582 2800 3600 22311MBW33 2.430
130 31 2.1 173.00 204.00 17,646 20,808 3400 4500 21312CC 1.950
130 31 2.1 173.00 204.00 17,646 20,808 3000 4000 21312CK H312 1.900
130 31 2.1 173.00 204.00 17,646 20,808 3100 4100 21312KMBW33 H312 2.100
130 31 2.1 173.00 204.00 17,646 20,808 3100 4100 21312MBW33 2.100
110 28 15 130.00 144.00 13,260 14,688 3400 4500 22212CC 1.160
60 110 28 15 130.00 144.00 13,260 14,688 3400 4500 22212CK H312 1.100
110 28 15 130.00 144.00 13,260 14,688 3100 4200 22212KMBW33 H312 1.220
110 28 15 130.00 144.00 13,260 14,688 3100 4200 22212MBW33 1.220
130 46 2.1 239.00 279.00 24,378 28,458 2800 3800 22312CC 2.950
130 46 2.1 239.00 279.00 24,378 28,458 2800 3800 22312CK H2312 2.850
130 46 2.1 239.00 279.00 24,378 28,458 2600 3400 22312KMBW33 H2312 2.980
130 46 2.1 239.00 279.00 24,378 28,458 2600 3400 22312MBW33 2.980
140 33 2.1 198.00 239.00 20,196 24,378 2800 3800 21313CC 2.450
140 33 21 198.00 239.00 20,196 24,378 2800 3800 21313CK H313 2.400
140 33 21 198.00 239.00 20,196 24,378 2300 3500 21313KMBW33 H313 2.570
140 33 21 198.00 239.00 20,196 24,378 2300 3500 21313MBW33 2.570
120 31 1.5 149.00 190.00 15,198 19,380 3000 4000 22213CC 1.450
65 120 31 1.5 149.00 190.00 15,198 19,380 3000 4000 22213CK H313 1.400
120 31 1.5 149.00 190.00 15,198 19,380 2800 3600 22213KMBW33 H313 1.730
120 31 1.5 149.00 190.00 15,198 19,380 2800 3600 22213MBW33 1.730
140 48 21 262.00 309.00 26,724 31,518 2800 3600 22313CC 3.550
140 48 21 262.00 309.00 26,724 31,518 2800 3600 22313CK H2313 3.450
140 48 21 262.00 309.00 26,724 31,518 2400 3200 22313KMBW33 H2313 3.510
140 48 2.1 262.00 309.00 26,724 31,518 2400 3200 22313MBW33 3.510
150 35 21 231.00 286.00 23,562 29,172 2600 3400 21314CC 3.100
150 35 21 231.00 286.00 23,562 29,172 2600 3400 21314CK H314 3.000
70 150 35 21 231.00 286.00 23,562 29,172 2200 3000 21314KMBW33 H314 3.110
150 35 21 231.00 286.00 23,562 29,172 2200 3000 21314MBW33 3.110
125 31 1.5 161.00 208.00 16,422 21,216 2800 3800 22214CC 1.550
125 31 1.5 161.00 208.00 16,422 21,216 2800 3800 22214CK H314 1.500
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Cylindrical Bore Tapered Bore
d 70~85mm
Boundary dimensions Basic load ratings Limiting speeds Bearing Adapter Mass
dynamic static dynamic static numbers sleeve
mm min kg
kN kgf
d D B I's min Cy Cor C, Cor grease oil (approx.)
125 31 1.5 161.00 208.00 16,422 21,216 2200 3300 22214KMBW33 H314 1.660
125 31 1.5 161.00 208.00 16,422 21,216 2200 3300 22214MBW33 1.660
70 150 51 2.1 311.00 364.00 31,722 37,128 2400 3200 22314CC 4.350
150 51 2.1 311.00 364.00 31,722 37,128 2400 3200 22314CK H2314 4.300
150 51 2.1 311.00 364.00 31,722 37,128 2200 2800 22314KMBW33 H2314 4.300
150 51 21 311.00 364.00 31,722 37,128 2200 2800 22314MBW33 4.300
160 37 2.1 250.00 312.00 25,500 31,824 2400 3200 21315CC 3.550
160 37 21 250.00 312.00 25,500 31,824 2400 3200 21315CK H315 3.500
160 37 2.1 250.00 312.00 25,500 31,824 2100 2900 21315KMBW33 H315 3.760
160 37 2.1 250.00 312.00 25,500 31,824 2100 2900 21315MBW33 3.760
130 31 15 167.00 221.00 17,034 22,542 2800 3800 22215CC 1.650
75 130 31 15 167.00 221.00 17,034 22,542 2800 3800 22215CK H315 1.600
130 31 15 167.00 221.00 17,034 22,542 2600 3400 22215KMBW33 H315 1.720
130 31 15 167.00 221.00 17,034 22,542 2600 3400 22215MBW33 1.720
160 55 2.1 342.00 412.00 34,884 42,024 2200 3000 22315CC 5.250
160 55 2.1 342.00 412.00 34,884 42,024 2200 3000 22315CK H2315 5.150
160 55 2.1 342.00 412.00 34,884 42,024 2200 2800 22315KMBW33 H2315 5.260
160 55 2.1 342.00 412.00 34,884 42,024 2200 2800 22315MBW33 5.260
170 39 21 256.00 316.00 26,112 32,232 2200 3000 21316CC 4.250
170 39 21 256.00 316.00 26,112 32,232 2200 3000 21316CK H316 4.200
170 39 21 256.00 316.00 26,112 32,232 1800 2400 21316KMBW33 H316 6.200
170 39 2.1 256.00 316.00 26,112 32,232 1800 2400 21316MBW33 6.200
140 33 2.0 201.00 249.00 20,502 25,398 2600 3400 22216CC 2.050
80 140 33 20 201.00 249.00 20,502 25,398 2600 3400 22216CK H316 2.050
140 33 20 201.00 249.00 20,502 25,398 2200 3000 22216KMBW33 H316 2.140
140 33 2.0 201.00 249.00 20,502 25,398 2200 3000 22216MBW33 2.140
170 58 21 392.00 480.00 39,984 48,960 2000 2600 22316CC 6.290
170 58 21 392.00 480.00 39,984 48,960 2000 2600 22316CK H2316 6.290
170 58 21 392.00 480.00 39,984 48,960 1800 2400 22316KMBW33 H2316 6.100
170 58 21 392.00 480.00 39,984 48,960 1800 2400 22316MBW33 6.200
180 41 3.0 304.00 387.00 31,008 39,474 2200 2800 21317CC 5.100
85 180 41 3.0 304.00 387.00 31,008 39,474 2200 2800 21317CK H317 5.000
180 41 3.0 304.00 387.00 31,008 39,474 1900 2400 21317KMBW33 H317 5.230
180 41 3.0 304.00 387.00 31,008 39,474 1900 2400 21317MBW33 5.230
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